
Diesel storage and dispensing tanks

Standard equipment:

•  Pump PIUSI 72L/min 230 AC.
• 6 m x 3/4” distribution hose.
• Mechanical flowmeter PIUSI K33.
• Automatic dispensing nozzle.
• WatchmanSonic Plus leak  

and level indicator.
• Filling coupling.
• Max. level sensor.
• Hose & nozzle holders.
• Filter with water separator + cap.
• Grounding.
• Access lid.
• WAP enabled (predrilled & plugged hole)

DIESEL

5000 l

2350 l

1340 l

2500 l 10

10-year  
   tank warranty*

Made in EU

Product code Capacity [ L ] Diameter  
[mm]

Length  
[mm]

Height
 [mm]

Width
[mm] Flowmeter

BFMD1340LG-AF-01-SWE 1340 1410 - 1740 - Mechanical K33 PIUSI

BFMD2350LG-AF-01-SWE 2350 1700 - 1850 - Mechanical K33 PIUSI

BFMD2500LG-AF-01-SWE 2500 - 2310 1950 1550 Mechanical K33 PIUSI

BFMD5000LG-AF-01-SWE 5000 2460 - 2050 - Mechanical K33 PIUSI

Piusi Panther 
72 pump

Piusi A60 
automatic nozzle

Filter with water
separator

K33 mechanical 
flowmeter

Watchman Sonic Plus leak  
and level sensor

*10 year guarantee on tank and 2 years on equipment

ce r t i f i ed

ISO 9001AB 18-1013046-100

We take every care to ensure that the information in this document is accurate at the point of 
publication, but with continuous product development, details are subject to alteration without notice.

C19.7212 Swedish


