
PRODUCT DESCRIPTION: 66 Series Conductivity Probe – G1.0” (BSP) Ø2.50mm 

Multi-Way Flexible Electrodes 3-Way  

ISSUE: 

1
 PART NUMBER: 6622 27 1030

DATE: 03/

2020

DRAWN BY: 

WBL

Afriso Eurogauge Ltd. Unit 4, The Satellite Business Village. Fleming Way. Crawley. West Sussex. United Kingdom. RH10 9NE.
Telephone: +44 (0)1293 658360 Website: www.eurogauge.co.uk Email: sales@eurogauge.co.uk

Process Connection 
Body

G1.0" (BSP)
Stainless Steel
1.4405(S316)

Cable Gland PG11 Nickel Plated Brass

Electrode Insulator Ø 16.0mm Virgin PTFE®

Collet/Weight  Ø 9.50mm

Probe Cap Ø 50.8mm ABS Moulding
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Stainless Steel
1.4405(S316)

General Specifications

Ambient Temperature 
-20º……+50ºC

Max. Working Temperature 
+80ºC

Max Working Pressure 
2 Bar

Protection 
IP65 (BS 4590/IEC 529)

Materials 
As specified above

O.rings
FKM
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Cable-St/Steel Ø 1.5 Wire
Polymide PA6 
Insulated Ø 2.5
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Probe Connection 
Cable 

5.0 Metres 3 x 0.5mm² Grey PVC
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Araldite® Epoxy 
Resin 

Encapsulated




