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DATASHEET

Electric pump CENTRI SP30 12V connection cable 1,5m 
(filter cap black)
Order number: 91000

DESCRIPTION

Submersible pump CENTRI SP 30, 12 V, max. 18 

A, max. 50 L/min., cable length 1.5 m, hose barb 

DN 19

Product closed, diagonally from 
the left

TECHNICAL DATA

Medium
Diesel, AdBlue, Biodiesel, HVO, XTL, Heating Oil, Brine, Water, Antifreeze 
liquid

Dimensions 5.6 x 5.6 x 21 cm

Weight 0.65 kg

Package Weight 1 kg

Pump Drive pump

Pump Model centrifugal pump

Flow Rate 50 L/min (max.)

Operating Voltage 12 V

Maximum power 280 W

Maximum Delivery Pressure 1.1 bar (max.)

Warranty in years 1

Assembly condition mounted

Plug without
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EQUIPMENT

Connection Pressure Side hosetail DN 19

Flow Meter Main Medium without

SUITABLE MEDIA

Diesel

AdBlue

Biodiesel

HVO

XTL

Heating Oil

Brine

Water

Antifreeze Liquid

LOGISTICS

Package dimensions 26 x 18 x 20 cm

Units per box 1.00

Units per pallet 2

Pallet Dimensions 26 x 18 x 20 cm

Pallet weight 2 kg

ACCESSORIES

90958 - Cable switch 
cpl. 16A / 250V, 
bipolar

91026 - Connector 
cable, isolated, 
length: 4 m with 
clamps a. fuse 
25A,2x flat plug 6,3
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